Thanks for Ordering 

the Scootworks Trunk Mounting System

for the Kawasaki 1500 Classic, 1500 Classic F.I., 

and Nomad 1500[image: image1.jpg]


 from

READ THIS BEFORE UNPACKING YOUR KIT!

This instruction booklet contains detailed steps for installing the Scootworks Tour Mounting System for the Kawasaki 1500 Classic, 1500 Classic F.I., and Nomad 1500. If you have any questions concerning the installation of this kit, please contact us via e-mail at support@scootworks.com. This will ensure you receive the most prompt and accurate reply.

Copyright (1998 & beyond;  Scootworks, Inc. All Rights Reserved. 

All graphics, and descriptions in this installation instruction booklet are intended for personal use only. Any reproduction, publishing or distribution of any materials in this booklet is strictly prohibited without the expressed written consent of Scootworks, Inc.

Instructions for for installing the 

Scootworks Tour Pack Mounting System 

Tools Needed:

· 2ea. 10mm ratchet/socket or wrenches

· 7/16” ratchet/socket or wrench

· 3/16” allen wrench

· Large phillips screwdriver 

Installation of the Scootworks Tour Pack and/or mounting system is very straight forward, but Scootworks wanted to assist you as much as possible with the installation process, and developed this instruction manual. If there are any steps you feel need improvement in instructions, please email support@scootworks.com and specify the area you are having trouble with.

Unpacking! 

The shipping container and contents must be inspected by the purchaser for damage to goods immediately upon receipt of goods, and a claim must be filed with the carrier if damage is discovered. The purchaser must Scootworks within 24 hours from receipt of damaged goods to file a claim, and for further instructions. Your Scootworks Tour Pack mounting system will come packaged with the tour pack, two small flat stainless steel brackets (part of the license plate relocation kit), 2 ea. ¼-20 x ½” phillips head cadium plated screws, 2 ea. ¼-20 cadium plated flat washers, 2 ea. ¼-20 cadium plated hex nuts, 2 ea. ¼” cadium plated fender  washers, and these printed instructions.
Tour Pack Mounting System installation…

1. For Nomad: Using a 10mm wrench or socket/ratchet, remove the LH and RH hard bags. Place out of the way to one side, ON THEIR BACKS (!), on a towel or quilt. The Nomad side bags LOVE to flip over on their doors when not installed on the motorcycle, and will surely result in scratches to the bags and many bad words being said by the owner (voice of experience). 

2. For Nomad/1500 Classic F.I. installation: Next, using a 10mm wrenches or socket/ratchets, remove the four bolts securing the license place and place plate to one side. Remove the two 10mm bolts that attach the plastic license plate frame to the chrome fender mounted mount. Using the 10mm wrench or socket/ratchet, remove all 6 fender rail bolts on the rear fender (there are 3 on each side).Your bike should now resemble the Nomad shown below….
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3. Slip the Tour Pack mount into position, over the fender rails. Insure the internal structure that runs across the underside of the mount slips down AHEAD of the chrome license plate mount (towards the front of the bike), as seen in the picture below.
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4. Reinstall the 6 (3 each side) bolts through the sides of the Tour Pack mount and into the fender rails. This is sometimes a bit challenging, as the Tour Pack mount is jig welded for accuracy, and often the fender rails on many motorcycles aren’t in perfect alignment. Twist the mount slightly (if needed) to allow the each of the bolts to be threaded partially into their respective sockets. Do not tighten at this time!
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5. Installation of the license plate relocation brackets: Locate the two flat stainless steel brackets. As viewed from the rear of the bike, insert one of the ¼-20 x ½” phillips head screws through one of the holes in one of the stainless brackets, then through the LH hole in the chrome license plate bracket, onward through the LH hole in the cross brace in the Tour Pack mount. On the front side of the assembly (reach through the space between the seat and the Tour Pack mount), install one of the large fender washers, and lastly a ¼-20 hex nut. Do not tighten.  Install the remaining bracket through the RH hole in the license plate mount in the same manner. Make sure the two brackets are hanging STRAIGHT DOWN, and tighten both sides. Tighten the 6 bolts (3 per side) in the sides of the Tour Pack mount. Using the OEM bolts and nuts that originally attached the plastic license plate mount to the chrome fender bracket, reinstall the license plate mount to the lower holes now provided by the stainless steel relocation brackets, and tighten securely. Reinstall your license plate (important!)  ( We could have designed this system to ustilize the OEM license plate location, but this design allows the Tour Pack to look more ‘correct’ when installed (not too high). The offset mounted licence plate is seen below…
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For reference, the photo below shows the nut/fender washer installation through the chrome license plate mount and Tour Pack mount’s cross brace mentioned above. This photo is taken from the RH side of the bike, looking rearward, between the rear edge of the seat and the front edge of the Tour Pack mount. 
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6. This completes the installation of your Scootworks Tour Pack/Trunk Mount. If the installation was on a Nomad, replace the hard side bags and reinstall the securing bolts within. Install your Trunk/Tour Pack of choice, and enjoy!

If you should have any problems with your installation or product, email ScootWorks Tech Support at support@ScootWorks.com for immediate assistance.
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